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March 30, 2001

The purpose of this test is to check the pressure integrity of the circuit to be used for the
15K, 20 atm., 17 g/s helium gas refrigerant for the GO target heat exchanger. The test will be
performed inside the GO target cage in the test lab (see attached sketch of the GO target cage
location in the test lab). The entrance to the cage will be roped off or blocked with flagging tape
for the duration of the test, and only test personnel who have signed the tosp will be allowed
inside the cage. These personnel will wear safety glasses and hearing protection during the test.
A sign stating “Pressure Test in Progress” will be posted at the entrance to the cage.

Although the nominal 20 atm. helium refrigerant is actually only 14-15 atm. in Hall C
(according to Paul Hood & Mike Seely), we will perform the test to 400 psi (27 atm) with room
temperature nitrogen gas, which corresponds to a safety factor of 2 over what is encountered in
the hall, and a safety factor of 1.4 over the nominal 20 atm. The circuit to be pressurized will be
contained within the much larger evacuated volume of the service module & test s/ta’ﬁa. A sketch
of the relevant connections is attached. e

{A/Z’t e b ¢

When the target is in service in the hall, the ESR main compressor reliefs are set at 300 psig,
ie the maximum pressure which can be supplied by the ESR is 20 atm., limited by the setting on
this relief. The cold box has a 330 psig relief, and the transfer lines are equipped with 350 psig
reliefs. The bayonettes are also equipped with 350 psig reliefs, these will be plugged for this test
by Paul Hood. Instead, a 450 psig relief will be installed in our helium supply line to the inlet

bayonette for this test by Paul Hood.

A rough estimate of the volume to be pressurized is as follows:

e inlet & outlet bayonettes 32” long, 1.5” od, 1.43” id (102.8 in® for both)
e 10” long, 3/4” id connection line from the inlet bayonette to the JT valve (4.4 in?)

73” long, 1/2” id supply line from the JT valve to the heat exchanger (14.3 in®)

e 300” of finned copper heat exchanger tubing with an id of 1/4” (14.7 in®)

64” long, 1/2” id return line from the heat exchanger to the return bayonette (12.6 in®)

So the total pressurized volume, neglecting the 3/8” line from the supply bottle, is 149 in?.

The volume of the evacuated service module (65” long, 2’ ¢) and test stand (8 long, 2" ¢) is
at least 73,000 in®, where we have neglected the additional volume (>3000 in®) of the four-way
cross on top of the service module to compensate for the fact that the target components take up
some of the volume inside the service module and test stand. Therefore if the helium circuit were
to suddenly rupture during this test, blowing the entire 400 psi volume of the helium circuit into
the evacuated volume of the service module & test stand, the pressure there would only rise to
about 0.82 psia, still a vacuum.
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The first phase of the test procedure will be to pressurize the system with nitrogen gas to 40
psig and snoop for leaks in the external fittings.

The purpose of the second phase of the test procedure is to verify that the system is capable
of achieving the pressure safety factor of 1.4-2. First we’ll bolt on all the blankoffs for the test
stand and service module. The actual target cell will be removed for this test and the conflats left
open to see if any gas leaks from the heat exchanger into the space eventually intended for LH2.
The service module will be connected to the test stand and that volume will be evacuated with
the leak detector pump. The test connections as shown in the attached sketch will be made. The
cage will be cleared and hearing and eye protection will be put on by the authorized personnel
who have signed the tosp. The leak detector will then be isolated (valved off) while the pressure
is raised slowly, and the test gauge will be monitored. The pressure will be kept below 400 psi
using the bleedoff valve. A 450 psi relief valve acts as a secondary backup. Once a pressure of 400
psi is achieved we will close the nitrogen supply valve and see if the pressure holds. We expect to
maintain the 400 psi for about half an hour, and then vent slowly into the atmosphere.

In the third phase of the test we’ll replace the nitrogen bottle with a helium bottle. The
service module and test stand will again be evacuated (if necessary) using the leak detector pump.
When good vacuum is achieved the leak detector will be isolated and the helium circuit will be
pressurized with helium this time instead of nitrogen, to a pressure of 100 psi. If the vacuum in
the service module remains good, the leak detector will be opened to that volume to check for the
presence of any small leaks.

A log of the test will be made by Kenneth Gustafsson or his designee. This will include the
results of the test, as well as noting any minor changes in the procedure. :

Authorized persons: The following persons are authorized to perform the test. The same
personnel will be the only personnel allowed in the cage during the test. Their signature below
indicates they have read and understood this TOSP. y,

Greg Smith (JLab) 6‘54 SW T

e

P &

Walter Ke]]ner (Jlab) Z//éi{:?(;,{/f-‘—” /éﬂﬂér /‘--'“\.//’7@

Rt B Neerr)
Paul Hood (Jlab) e J/ [ (5T (TTQ

1

L KL imf;f/ﬁw

Kenneth Gustafsson (CalTech) R .

Silviu Covrig (CalTech) FAVNA (Qum?

No other personnel shall be added to this list without the authorization of Greg Smith.
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[image: image5.png]Attachments

1. Sketch of the location of the GO target test cage in the test lab.

2. Sketch of the connections relevant to this test.
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